Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 511115 4124115 | Difference | 512114 | porce™ | gzng | Peroent | g5 52114 | Percent
ange Change Change
Refiner Net Production
Finished Motor Gasoline’ .................. 1,591 1,636 -45 2,245 -29.1 2,058 -22.7 1,667 2,231 -25.3
East Coast (PADD 1) .. 59 58 2 43 37.2 103 -42.4 61 50 221
Midwest (PADD 2) .... 390 392 -2 746 -47.7 787 -50.5 389 741 -47.5
Gulf Coast (PADD 3) ... 793 846 -53 965 -17.8 736 7.8 871 954 -8.7
Rocky Mountain (PADD 4) .... 176 182 -6 231 -23.8 198 -11.3 176 242 -27.2
West Coast (PADD 5) ... 172 158 14 260 -33.7 235 -26.6 171 244 -30.1
Reformulated ................. 46 48 -2 52 -10.7 85 -45.3 47 59 -19.4
Blended with Ethanol 46 48 -2 52 -10.7 85 -45.3 47 59 -19.4
Other 0 0 0 0 - 0 - 0 0 -
Conventional 1,544 1,587 -43 2,193 -29.6 1,974 -21.8 1,620 2,172 -25.4
Blended with Ethanol 414 393 21 370 11.8 365 13.5 415 373 11.2
Ed55 and Lower ..... 414 393 21 370 11.8 365 13.6 415 373 11.2
Greater than Ed55 . 0 0 0 0 -59.9 0 -33.2 0 0 -59.9
Other .... 1,130 1,194 -64 1,822 -38.0 1,609 -29.8 1,205 1,799 -33.0
Distillate Fuel Oil .. 4,922 4,784 138 4,994 -1.4 4,492 9.6 4,848 4,927 -1.6
15 ppm sulfur and Under . 4,596 4,467 129 4,621 -0.5 4,116 11.7 4,559 4,635 -1.6
> 15 ppm to 500 ppm sulfur . 129 92 37 97 33.7 125 3.6 102 72 41.3
> 500 ppm sulfur ..... 196 225 -29 276 -28.9 252 -21.9 186 219 -15.2
Kerosene ................. 1,478 -3 1,482 10 14,501.4 -5 -27,749.0 371 7 5,577.4
Kerosene-Type Jet Fuel . 1,568 1,660 -92 1,521 3.1 1,602 -2.2 1,610 1,504 71
Residual Fuel Oil 490 569 -79 399 22.9 521 -5.9 499 426 17.0
Blender Net Production

Finished Motor Gasoline' ... 8,042 8,152 -110 7,815 29 6,725 19.6 8,117 7,639 6.3
East Coast (PADD 1) 3,007 3,021 -15 2,980 0.9 2,911 3.3 3,024 2,911 3.9
Midwest (PADD 2) 2,178 2,200 -22 2,069 5.3 1,375 58.4 2,155 1,987 8.5
Gulf Coast (PADD 3) ... 1,301 1,286 15 1,249 4.1 1,065 22.2 1,321 1,203 9.8
Rocky Mountain (PADD 4) . 132 145 -12 129 29 64 107.9 142 131 8.2
West Coast (PADD 5) 1,424 1,499 -75 1,388 2.6 1,310 8.7 1,476 1,407 4.9
Reformulated 2,996 3,056 -60 2,994 0.1 2,931 2.2 3,046 2,983 21
Blended with Ethanol 2,996 3,056 -60 2,994 0.1 2,931 2.2 3,046 2,983 2.1
Other .......... 0 0 0 0 - 0 - 0 0 -
Conventional . 5,046 5,096 -50 4,822 47 3,794 33.0 5,071 4,655 8.9
Blended with Ethanol 5,274 5,331 -57 5,155 23 5,016 5.1 5,316 5,180 26
Ed55 and Lower ..... 5,272 5,330 -57 5,152 2.3 5,015 5.1 5,314 5,178 2.6
Greater than Ed55 . 1 1 0 2 -34.2 1 111.5 1 2 -28.4
Other .............. -228 -235 7 -333 -31.5 -1,222 -81.4 -245 -525 -53.4
Distillate Fuel Oil ..... 48 52 -4 45 54 39 21.2 46 26 81.4
15 ppm sulfur and Under . 20 46 -26 32 -35.8 17 21.7 30 20 50.5
> 15 ppm to 500 ppm sulfur . 23 11 12 10 128.9 22 6.2 17 9 90.6
> 500 ppm sulfur .. 5 -4 9 4 24.0 1 2774 0 -3 -89.0
Kerosene .... 0 -4 B) 0 0.6 0 0.6 -1 0 -772.8
Kerosene-Typ u 0 0 0 0 - 0 - 0 0 -

~~ = Not Applicable.
~ = Data Not Available.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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